80 Pair Capacity Corrals Starting At:

Round Tubing Corral $ 9,000 + Freight
Square Tubing Corral $ 10,500 + Freight
* F.0.B. Burlington, OK *

* Prices Subject to Change With Out Notice *
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The Portable Corral is designed by Diamond W
Corrals to save rancher time with double hinged
construction & 1 3/4" x 1 3/4" square tubing on a
diamond pattern. This construction allows the
portable corral on wheels to be set up on various
types of terrain providing both the strength and
mobility needed for uneven ground. All the
panels are 6ft high and lifted by cable winches.
The 6ft long side levers are used to easily change
the rear wheel assembly for mobility in setup and
transport of the corral.
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The Cadillac of Portable Corrals!

» Square & Round Pipe versions

» Lift panels via cable winches,
everything else on hinges!

» Setup & take down in minutes!

Learn Move Inside! '
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4 foot walk-through gate and spring latch A break away hitch for transport

Double 6’ gates on the front to work
with livestock trailer, loading chutes and
working chutes.

This corral is built stronger This is the first corral with

and taller to be easier to a waist-high lever to

lift for transportation. change the rear wheel
direction for transport.

No. 2 panel rolls on an 18" tire.
No. 3 panel rolls on a 13" tire.

No. 4 panel rolls on a caster
wheel.




SAW P caeesse— e
BR7 N aa———
- » - PR — -

= ——— .—wc.gmq.‘-;-:-,w ':- - .!z- e LA e
= :‘T! ;;y pu————— 3 g L"m. '.,'.f“‘_ _’:-;‘
Y | W— . "-):. i e .,
. ___.:':mg".ﬁg,a k1
o Y ol s v

A

T AN
iy =
=

.

" —— s
" ! s N - - p 2=
33 T e B B N e
r -

- : - T
nrng ¥ ETPNTLLC
H

ot LT
y -

i T

An X brace is used on all panels to The two inside divider gates are now on the double hinge system. A
support springing in long panels. caster wheel is used on the end of the panel for ease of operation.
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Panels will be locked in place with
safety chains for transportation.
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All rear panels are on a double hinge system Unit capacity is 140 head at 850 Ib.

with all saddles made of flat iron; sizes vary .
depending on round vs square tubing. All panel height from the ground is 6’ tall.




SQUARE TUBE VS ROUND TUBE

» All gates are made of 1 3/4" square tubing. All e All panels behind the cage are made of 12
tubing is turned to make the diamond pattern for gauge round tubing. All gates are made of 14
strength. Cage is a 6" x 6’ square inside. 3" x 6" gauge round tubing. Cage is a 6’ x 6’ square
rectangular tubing is used for the cross support. inside. Rear gate has a spring-loaded latch.
Rear gate has a spring-loaded latch. 11L-15 8 ply 11L-15 8 ply implement tires and wheel are
implement tires and wheel are used to transport used to transport corral.
corral. All panels behind the cage are made of 1
3/4 square tubing with 120 wall thickness. e All rear panels are on the double hinge system

with all saddles made of 1/4” x 3" flat iron.

*® All rear panels are on the double hinge system
with all saddles made of 3/8" x 3" flat iron. * Our demo weighs 5200 Ibs.

® Qur demo weighs 6200 Ibs.

READY TO GO?

HERDIN 70 HEADIN' OUT IN MINUTES!
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